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3. DETAILED ESTIMATE FOR CONVERTING THE EXISTING DINING HALL

INTO CLASS ROOM AT SEED - SRIPERUMBUDUR.

1\54]5. DESCRIPTION OF WORK NO L B D QUANTITY w
1. | Dismantling the | 4.90 10.10 49.50 M2
Mangalore Tiled Roof
2. | Dismandling the B.W. in I [ 10.10 0.23 0.23 0.53 (or)
C.M. | 1.00M3 |
3. | Superstructure with B.-W. 1 2970 | 023 | /.40 | /a.98 (or) |
inCM. 1:6 ) /.90 M3 |
4. |R.C.C1:2:4 12mmthick | 1 10.55 4.75 012 6.01 (or
including cost of steel and | 6.00 M3
centering charge -
5. Weathering Course with | 10.10 430 |43 5M2
Brick Jelly thick concrete
6. | Plastering with C. M. 1.4, '|
12 mm thick All around i
including parapet I 30.60 | 370 | 11322
Inner walls I 2880 | 29 | 8252
| 196.74
Deduct for Doors . (-) 594
.i
| 190.80 (or) |
| Sayl90 |
e <
[ 7. | Colour washing for walls : : : [ 190M2 |
same as plastering area | |
/ 8. ) Painting for Door and - | 1aM2 |
window ) | |
%>. ABSTRACT ESTIMATE FOR CONVERTING THE EXISTING DINING HALL
' INTO CLASS ROOM AT SEED — SRIPERUMBUDUR
NG| DESCRIPTION OF WORK | QTY | UNIT | RATE | AMOUNT
1. | Dismantling the Mangalore 4950 M2 20.00 990 |
Tiled Roof
2. | Dismandling the B.W. in 1.00 M3 50.00 50
CM. ’ _ '
3. | Superstructure with B.-W. in 10.90. M3 [ 1600.00 17440 |
CM. 16 i
4. |R.C.C1:2:4, 12mm thick 6.00 M3 | 425000 25500 |
including cost of steel and 5 5 5 |
centering charge ) |
5. | Weathering Course with 43.50 M2 150.00 6525
Brick Jelly thick concrete
6. | Plastering with C.M. 1:4, 12 | 190.00 M2 60.00 11400
mm thick |
7. | Colour washing for walls | 190.00 M2 25 00 4750
same as plastering area : B
8. | Painting for Door and window 14.00 | M2 | 80.00 1120 |
| | RS. 67775
\ i | (or) Say R, |'
fise | | 67,800/- |
(Rupees Sixty Seven thousand Eight Hundred only)
%&c(nxx ALY |

P

e

M. JANARDUANAY

A I ENGIMNERR



AP VENCRE .Z}—
AW e S N

e ABSTRACT ESTIMATE FOR THE PROPOSED DINING HALL AT SEED
SRIPERUMBUDUR - 602 105.

(Rupees Two Lakes Sixteen Thousand On]y)

)
sl 4 r.c.n)
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IE:::. Description of Works Qty. Unit Rate Amount
1 Earth work excavation in all 22.00 M3 70.00 1540
| classes of soil '
2. | P.C.C. 1:4:8 FN Foundation 2.20 M3 1600.00 3520
3 R.C.C. 1:2:4 for Columns 6.30 M3 4000.00 25200
" | upto Roof level
4 Filling the foundation and 38.00 M3 200.00 7600
" | basement with river sand
5. | Refilling Executed earth 20.00 M3 25.00 500
6. | R.C.C. 1:2:4 for Plinth Beam 3.20 M3 4000.00 12800
; Superstructure with Brick 920 M3 1600.00 14720
" | workinCM 1:6
i Steel fabrication worker for 17.00 Qtl 1600.00 27200 |
bl eiisses; <44
. _[ Providing A.C. Sheet roofing | 153.00 M2 300.00 45900
s : Rld 2e : 25.50 M 210.00 5158
M2 60.00 5700
e y in PC C l 48 12.00 M3 1600.00 19200 |
'13 | Colour washing for walls 135.00 M2 8.00 1080 |
14 | Painting work for Trusses 75.00 M2 80.00 6000 |
15 Finishing the Fioormg in 120:00 M2 200.00 24000 |
e 14 T : ;
6. ProY}snon for Rain water - Lais 4000 |
storing arrangements ! ;
17. | Electrical Works charges - L 8 10000 |
18. | Other unforeseen items etc , - =R Iwa:
Total Amount i 216000
(or) Say Rs. | 2 16 Lakhs |
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DETAILED ESTIMATE FOR THE PROPOSED CONSTRUCTION OF DINING
HALL AT SEED - SRIPERUMBUDUR .

QUANTITY

oy DESCRIPTION OF WORK NO L B D
1. Earth work Excavation 1n all 18 090 090 1.50 220 M3
classes of soil columns
2. | P.C.C. 1:4:8 for Foundation 18 0.90 0.90 0.15 2.20M3 |
Columns S,
3. | R.C.C. 1:2:4 for Column upto 0.90+0.2 | 0.90+02 0.60 3.45 -’
Roof Level 18 2 2
upto Basement [
upto roof 18 0.23 0.23 3.00 | 286
6.31 M3
4. | Filling the foundation and
Basement with River Sand
Columns 18 0.90 0.90 0.15 2.20M3
Basement I 25.50 4.70 0.30 36.00
38.20
(or say 38
M3)
5. | Refilling Excavated Earth 1/3 - - - -
qty of Earth work
Basement | 2550 4,70 0.10 70
12.0
S1e0Ten
Say 20.0M3
6. | R.C.C. 1:2:4 for Plinth Beam | 60.50 0.23 0.23 3.20M3
7. | Super Structure with Brick 1 53.00 0.23 0.75 9.15 M3(or)
work in CM 1:6 Parapet Wall 9.20M3
8. | Steel Fabrication works - - - - 17 Qty.
Truss
9. | Providing A.C. Sheet Roofing 2 25.50 3.00 - 153 M2
10. | Fixing A.C. Ridge 1 25.50 - - 25.50 Mtr.
11. | Plastering the BW. in CM | 53.00 - 1.75 92.75 M2
1:4:, 12mm thick (or) 95 M2
12. | Colour washing for walls
parapet walls same as
plastering - E - -
columns 18 1.00 - 2.30 92.75
41.40
134.15m2 1
— T
135 M2
13. | Painting work to trusses - - - - 75M2
14. | Floorning in P.C.C. 1:4:8, 10 ! 25.50 4.70 0.10 11.99 M2
mm thick (Or) Say 12 |
! M3
15. | Finishing the Flooring in CM 1 25.50 4.70 - 119.85 (or)
1:4 Driving Hall 120 M2
16. Provision for Rain water - - LS - -
storing arrangement
1 Electrical Work charges - - 1.5,
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REPAIRS TO EXISTING FENCING WORK AT MAHATMA GANDHI HIGH
SCHOOL UTKOTTAI- KUTHAMBAKKAM VILLAGE
(A UNIT OF SEED)

1. Repairs to Existing fencing 300.00x 0.23 x 0.23 = 15.87
or Say 16.00 M3 x 1600.00 - Rs. 25600/-

ing fencing along road sidex120Mx 100.00 Rs. 12000/-
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ABSTRACT ESTIMATE FOR ALTERATION TO EXISTING AGRICULTURAL
FIELD WATCHMAN ROOM OR UTPKOTTAI - KUTHAMBAKKAM
VILLAGE

NG | DESCRIPTIONOFWORK | QTY |UNIT | RATE | AMOUNT
1. | Dismantling the Mangalore 57.00 M2 20.00 1140
Tiled Roof
2. | Superstructure with B-W. in 6.50 M3 | 1600.00 10400
CM. 1:6
3. | R.C.C 1:2:4 120mm thick 5.30 M3 | 4000.00 21200
including cost of steel and
centering charge
4. | Plastering with CM. 1:4, 12 mm 50.00 M2 60.00 3000
thick
5. | Colour washing for walls 210.00 M2 25.00 5250
| 6. | Weathering course with brick 38.00 M2 150.00 5700
| |Jelly Lime concrete
or Door and window 400 M2 80.00 320
B~ Total 47010 (or) Say
e A ~Rs. 47000/-

(Rupees Forty Seven thousand Only)

W, JANARDHANAM
¢ AMSULTING CIVIL ENGINTIR
€ { ICENSED CIVIL SURVEYOR /éfsyzw-@
¢/ PERUMBUDUR 1OV N P ANSHAYAT
SRIPZRUMBLDJR




